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 0Steel, 

Galvani

zed

0DIN EN ISO 

1234 - 3,2x28

Cotter pin 3,2x28115

 0.01Steel, 

Galvani

zed

0DIN 127 - A 16Spring Washer A16114

 0.01Steel, 

Galvani

zed

0DIN 125 - A 17Flat Washer A17113

 0.02Steel, 

Galvani

zed

0ISO 4035 - M16Flat Nut M16212

 0.04Steel, 

Galvani

zed

0ISO 4032 - M16Nut M16111

 0.16Steel, 

Galvani

zed

0ISO 4014 - 

M16 x 80

Bolt M16x80110

 0.09Steel0GN 612Cam action 

indexing plunger

29

 0.26Steel, 

Galvani

zed

0D Ring Shackle 

G4163

D Ring Shackle18

 0.51Steel, 

Galvani

zed

0Oblong 

masterlink AN 

1,6

Oblong masterlink17

 0Steel0SL30 01.00.03Washer B36

 0Steel0SL30 01.00.02Washer A15

 0.31S355J

R

0SL30 01.00.01Bar - short24

 0.11 0SL30 01.03.00Special screw33

 1.48S355J

R

0SL30 01.02.00Arm B12

 1.53S355J

R

0SL30 01.01.00Arm A11

Comments:
 
1. Check assemblability.
2. Perform Assembly as shown in drawing.
3. Make a trial motions of individual mechanisms and
    moving parts in order to verify the correctness of installation.
4. Protect against damage and corrosion on time waiting for the main installation.
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